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TA2927-1 PREHEAT KIT IS IDENTICAL TO TANIS P/N TSP6CYL-2927-115 PREHEAT
KIT, AS DEFINED ON TANIS DRAWING 02927-115, REVISION F, AND

SHOULD BE MANUFACTURED TO THE SAME INSTRUCTIONS

AND PROCEDURES EXCEPT

IDENTIFY WITH BLANK LABEL P/N TAl09313

HARTZELL FINAL INSPECTION PERSONNEL TO COMPLETE THE BLANK FIELDS
ON THE LABEL, SIGNIFYING PASSAGE OF FINAL INSPECTION

ON PMA ASSEMBLIES, THE LABEL MAY BE AFFIXED TO THE PACKAGING OR
TAG DUE TO SIZE CONSTRAINTS

FOR A CROSS REFERENCE CHART OF TANIS PART NUMBERS TO HARTZELL
PART NUMBERS, REFER TO DRAWING TA110001, CURRENT REVISION

HARTZELL LOGO WITH “FAA PMA” MUST BE STAMPED ON PACKAGING IN
CLOSE PROXIMITY TO LABEL
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INFORMATION AND SUCH INFORMATION MAY NOT

BE DISCLOSED TO OTHERS FOR ANY PURPOSE DISTRIBUTION —|— A 8 9 8 7 - 1

OR USED FOR MANUFACTURING WITHOUT
PERMISSION FROM HARTZELL PROPELLER INC.”

C | 1




